
root@einstein:~# cd /data/ wget
github.com/thomasinaz41213/Venus_rgpio/releases/download/Latest/rgpio.tar.gz tar -xvzf
rgpio.tar.gz rm rgpio.tar.gz
-sh: cd: too many arguments
root@einstein:~# cd /data/
root@einstein:/data# wget
github.com/thomasinaz41213/Venus_rgpio/releases/download/Latest/rgpio.tar.gz tar -xvzf
rgpio.tar.gz rm rgpio.tar.gz
wget: invalid option -- 'z'
wget: invalid option -- 'f'
Usage: wget [OPTION]... [URL]...

Try `wget --help' for more options.
root@einstein:/data# wget
github.com/thomasinaz41213/Venus_rgpio/releases/download/Latest/rgpio.tar.gz tar
URL transformed to HTTPS due to an HSTS policy
--2023-08-14 06:57:21--
https://github.com/thomasinaz41213/Venus_rgpio/releases/download/Latest/rgpio.tar.gz
Resolving github.com... 20.248.137.48
Connecting to github.com|20.248.137.48|:443... connected.
HTTP request sent, awaiting response... 302 Found
Location:
https://objects.githubusercontent.com/github-production-release-asset-2e65be/639970118/902e
dd0f-dffe-4dc6-830c-f9c5d181b4af?X-Amz-Algorithm=AWS4-HMAC-SHA256&X-Amz-Credentia
l=AKIAIWNJYAX4CSVEH53A%2F20230814%2Fus-east-1%2Fs3%2Faws4_request&X-Amz-D
ate=20230814T065721Z&X-Amz-Expires=300&X-Amz-Signature=ffe3616b2562db07922e3541
d4d8d91bf683bc80ae1d7a1103efd21c49faedf7&X-Amz-SignedHeaders=host&actor_id=0&key_
id=0&repo_id=639970118&response-content-disposition=attachment%3B%20filename%3Drgpi
o.tar.gz&response-content-type=application%2Foctet-stream [following]
--2023-08-14 06:57:21--
https://objects.githubusercontent.com/github-production-release-asset-2e65be/639970118/902e
dd0f-dffe-4dc6-830c-f9c5d181b4af?X-Amz-Algorithm=AWS4-HMAC-SHA256&X-Amz-Credentia
l=AKIAIWNJYAX4CSVEH53A%2F20230814%2Fus-east-1%2Fs3%2Faws4_request&X-Amz-D
ate=20230814T065721Z&X-Amz-Expires=300&X-Amz-Signature=ffe3616b2562db07922e3541
d4d8d91bf683bc80ae1d7a1103efd21c49faedf7&X-Amz-SignedHeaders=host&actor_id=0&key_
id=0&repo_id=639970118&response-content-disposition=attachment%3B%20filename%3Drgpi
o.tar.gz&response-content-type=application%2Foctet-stream
Resolving objects.githubusercontent.com... 185.199.110.133, 185.199.111.133,
185.199.109.133, ...
Connecting to objects.githubusercontent.com|185.199.110.133|:443... connected.
HTTP request sent, awaiting response... 200 OK
Length: 1513379 (1.4M) [application/octet-stream]
Saving to: ‘rgpio.tar.gz’



rgpio.tar.gz 100%[===================>] 1.44M 599KB/s in 2.5s

2023-08-14 06:57:24 (599 KB/s) - ‘rgpio.tar.gz’ saved [1513379/1513379]

--2023-08-14 06:57:24-- http://tar/
Resolving tar... failed: No address associated with hostname.
wget: unable to resolve host address ‘tar’
FINISHED --2023-08-14 06:57:24--
Total wall clock time: 3.7s
Downloaded: 1 files, 1.4M in 2.5s (599 KB/s)
root@einstein:/data# -xvzf rgpio.tar.gz rm rgpio.tar.gz
-sh: -xvzf: command not found
root@einstein:/data# tar -xvzf rgpio.tar.gz rm rgpio.tar.gz
tar: rm: Not found in archive
tar: rgpio.tar.gz: Not found in archive
tar: Exiting with failure status due to previous errors
root@einstein:/data# tar -xvzf rgpio.tar.gz
rgpio/
rgpio/conf/
rgpio/conf/gpio_list
rgpio/conf/relaystate.py
rgpio/conf/S90rgpio_pins.sh
rgpio/conf/services.json
rgpio/install.sh
rgpio/modpoll/
rgpio/modpoll/aarch64-linux-gnu/
rgpio/modpoll/aarch64-linux-gnu/modpoll
rgpio/modpoll/arm-linux-gnueabihf/
rgpio/modpoll/arm-linux-gnueabihf/config
rgpio/modpoll/arm-linux-gnueabihf/MB
rgpio/modpoll/arm-linux-gnueabihf/modpoll
rgpio/modpoll/i686-linux-gnu/
rgpio/modpoll/i686-linux-gnu/modpoll
rgpio/modpoll/LICENSE-FREE.pdf
rgpio/modpoll/LICENSE-FREE.txt
rgpio/modpoll/README.pdf
rgpio/modpoll/README.txt
rgpio/modpoll/x86_64-linux-gnu/
rgpio/modpoll/x86_64-linux-gnu/modpoll
rgpio/mod_generator
rgpio/mod_rgpio
rgpio/mod_rgpio.run
rgpio/README.md
rgpio/remove.sh



rgpio/sys/
rgpio/sys/class/
rgpio/sys/class/gpio/
rgpio/sys/class/gpio/export
rgpio/sys/class/gpio/gpio103
rgpio/sys/class/gpio/gpio104
rgpio/sys/class/gpio/gpio105
rgpio/sys/class/gpio/gpio106
rgpio/sys/class/gpio/gpio107
rgpio/sys/class/gpio/gpio108
rgpio/sys/class/gpio/gpio109
rgpio/sys/class/gpio/gpio110
rgpio/sys/class/gpio/gpiochip0
rgpio/sys/class/gpio/unexport
rgpio/sys/devices/
rgpio/sys/devices/platform/
rgpio/sys/devices/platform/soc/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/dev
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/gpio104
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio103/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/



rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio104/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio105/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio106/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/



rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio107/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio108/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/power/runtime_suspende
d_time



rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio109/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/active_low
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/device
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/direction
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/autosuspend_dela
y_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/runtime_active_ti
me
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/power/runtime_suspende
d_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/subsystem
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/uevent
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/gpio/gpio110/value
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/autosuspend_delay_ms
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/control
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/runtime_active_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/runtime_status
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/power/runtime_suspended_time
rgpio/sys/devices/platform/soc/1c20800.pinctrl/gpiochip0/uevent
rgpio/uninstall.sh
root@einstein:/data# rm rgpio.tar.gz
root@einstein:/data#


